
Malone Superfund Site
Texas City, TX

WDW‐138 73 Week 4 Injection Log
EPA Emergency Response 

WDW‐138

Date
Injection 
Start

Injection 
Stop

Gallons Injected 
(weekly)

pH
Specific    
Gravity

Highest 
injection 
Pressure

Annulus Pressure at 
Highest injection 

Pressure

Mon‐7/27/2015 NO NO 0 NO NO NO NO
Tues‐7/28/2015 NO NO 0 NO NO NO NO
Wed‐7/29/2015 NO NO 0 NO NO NO NO
Thurs‐7/30/2015 1055 1605 21,152 7 1.001 920 1,196
Fri‐7/31/2015 650 1615 38,337 8 1.005 943 1,160
Sat‐8/1/2015 620 1312 27,926 7.5 NO 945 1,215
Sun‐8/2/2015 NO NO 0 NO NO NO NO

Total 87,415

WDW‐73

Date
Injection 
Start

Injection 
Stop

Gallons Injected 
(weekly)

pH
Specific    
Gravity

Highest 
injection 
Pressure

Annulus Pressure at 
Highest injection 

Pressure
Mon‐7/27/2015 1150 NS 57,804 7.5 1.001 858 1,255
Tues‐7/28/2015 NS NS 130,382 7.5 1.001 1,000 1,495
Wed‐7/29/2015 NS 1210 65,311 7.5 1.002 1,129 1,511

Thurs‐7/30/2015 NO NO 0 NO NO NO NO

Fri‐7/31/2015 1415 1629 11,577 8 1.005 1,150 1,450
Sat‐8/1/2015 NO NO 0 NO NO NO NO
Sun‐8/2/2015 NO NO 0 NO NO NO NO

Total 265,074
WDW‐73:  rubber motor coupler damaged on 7/31/15 which forced shutdwon.  To be repair on Tuesday 8/4/15

Week #
Gallons 
Injected

Week 1 265,372
Week 2 542,327
Week 3 369,440
Week 4 352,489
Total  1,529,628

NS:  No Stoppage
NO:  No Operation, shut down for water conservation for WDW‐73 Injection Test or repair needed
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